
 

 

 

 

 
 
         Jesenice, 30. 3. 2022 

 
 
The Management Board of SIJ d.d. in order to focus even more on the core business of steel production 

and processing decided to propose to the Supervisory Board the voluntary liquidation of SIJ Elektrode. 

The Supervisory Board approved the proposal at its meeting on 23/3/2022. The company will fully fulfill 

all its obligations to stakeholders and will stop the production approximately on April 15, 2022. 

The core activity of the company SIJ Elektrode d.o.o is the production and sale of welding wires and 

electrodes. With the purpose of disinvestment, the management started the active sale of the company's 

assets. The assets will first be sold as a whole, by individual units and, as a last resort, by machinery. 

The following is a brief technological description of individual production units. 

Welding electrodes production department: 

• Lamnea drawing line with cutting machine – production of core wires 

• LINE 1: Big mixer, Small mixer, Briquette press, Extruder line, Drying tunnel oven, Stationery oven, 

Packing line (standard packing, tin can packing, vacuum packing, etc…). Production of special 

electrodes: double coated electrodes E7018, stainless steel electrodes of all types, hardfacing 

electrodes, abrasion resistant electrodes, cast iron electrodes, … 

• LINE 4: Big mixer, Small mixer, Extruder line, Drying tunnel oven, Baking oven, Automatic packing 

line. Production of mass electrodes: E6013, E6020, E7016, E7018… 

Welding wire department: 

• Tig cutting machine (acquired June 2020), production of TIG welding rods; production of rods for 

oxyacetylene welding. Lamnea drawing line for submerged welding wire (acquired summer 

2020); production of wires for submerged arc welding, Two rewinding machines for drums, 

Lamnea (one acquired summer 2020); 4 automatic and semi-automatic rewinding machines, 

Lamnea (acquired summer 2020). 4 drawing lines, Lamnea, (acquired summer 2020). Candor 

cleaning machines (acquired summer 2020). 2 predrawing lines (Ariana, M+E) 

• Semi-automatic packing line with 2 robots (acquired 2021), base existing line 

Production of: solid welding wires on spools and drums diameters 0,8mm -1,6mm spools D200, D300, 

BS300, K300, drums from 80kg up to 500kg: ER 70 S6 (SG2, SG3), ER100 s1 (MIG75)  

• Welding fluxes production line: Production of agglomerated welding fluxes for S.A welding 

• Flux cored wire production line:  Laser welded production line Boehler (forming tool, flux filling, 

laser welding tool, rolling tool). Production of laser welded flux cored wires, mainly products for 

hardfacing purposes 



 

 

 

 

 

In case of interest, we kindly invite you to come and see the machines that are still in operation until the 

end of production 15.4.2022 or express the interest in purchasing the above fixed assets of the 

company. For the organization of the site visit and to answer all questions, please contact Mr. 

Aleksander Vdovin (aleksandr.vdovin@elektrode.si). 

 

Best regards, 

 

Drago Keršič, Msc 

Managing Director 

 

 

 

 

 

 

 

 

 

 

 

 

 

• Appendix: basic information on individual key machines. 



 

 

 

 

Welding electrodes machines: 

No Machine Description and main characteristics 

1 Lamnea drawing line Equipped with horizontal pay-off, descaler, cleaning unit. Is able to draw 
2.5-4.0 mm wires, nominal speed is 5.5 m/s, performance is 5-7 tons per 8 
hours 

2 Cutting machine Connected with Lamnea line, diameters to cut: 2.5-4.0 mm, performance is 
5-7 tons per 8 hours 

3 Cutting machine Wafios Separate machine, diameters to cut: 2.0-5.0 mm, performance is 0.5-2 tons 
per 8 hours 

4 Big mixer Eirich - L1 Equipped with 2 big wheels and rotate stirrers. The full internal capacity is 
400 kg. 

5 Big mixer Eirich - L4 Equipped with 2 big wheels and rotate stirrers. The full internal capacity is 
400 kg. 

6 Small mixer - L1 Equipped with a stirrer, the full internal capacity is 50 kg. 

7 Small mixer - L4 Equipped with a stirrer, the full internal capacity is 50 kg. 

8 Briquette press - L1 Produces briquettes of electrode mass that are fit for the Extruder line 

9 Extruder line Oerlikon - L1 Produces electrodes, horizontal type, equipped with a rod feeder, transport 
conveyor. The diameters to produce: 2.0-5.0 mm, performance is 7-11 tons 
per 8 hours 

10 Drying tunnel oven 
Nisterhammer - L1 

Dries electrodes, cassette-chain type, temperature is 30-150 C, 
performance is 7-11 tons per 8 hours 

11 Packing line - L1 Packs electrodes in cardboard boxes, max weigth is 5kg 

12 Extruder line Oerlikon - L4 Produces electrodes, horizontal type, equipped with a rod feeder, transport 
conveyor. The diameters to produce: 2.0-5.0 mm, performance is 7-11 tons 
per 8 hours 

13 Drying tunnel oven 
Nisterhammer - L4 

Dries electrodes, cassette-chain type, temperature is 30-150 C, 
performance is 7-11 tons per 8 hours 

14 Baking oven - L4 Bakes electrodes, chain type, performance is 7-11 tons per 8 hours, max 
temperature is 450 C 

15 Automatic packing line - L4 Packs electrodes in cardboard boxes, max weigth is 5kg 

16 Stationery oven Bosio Bakes electrodes, max temperature is 500 C, internal capacity is 800 kg of 
electrodes 

17 Stationery oven  Bakes electrodes, max temperature is 500 C, internal capacity is 800 kg of 
electrodes 

 

 



 

 

 

Welding wire machines: 

 

1 Arianna drawing 
line 

Equipped with 2 horizontal pay-offs, descaler, Ecoclean cleaning system, and 
winder. Dry drawing machine (7 steps of drawing) for low carbon wires from inlet 
diameter 5.5 mm to 1.8-2.3 mm.  Nominal speed is 8-12 m/s, performance is 16-24 
tons per 24 hours 

2 M+E drawing line Equipped with 2 horizontal pay-offs, descaler, Ecoclean cleaning system, and 
winder. Dry drawing machine (6 steps of drawing) for low carbon wires from inlet 
diameter 5.5 mm to 1.8-2.3 mm.  Nominal speed is 4-7 m/s, performance is 5-10 
tons per 24 hours 

3 Lamnea 1 drawing 
line 

Equipped with a vertical pay-off, Candojet waterjet, Candor coppering system, 
Candor rinsing unit and winder. Dry drawing machine (7 steps of drawing) for low 
carbon wires from inlet diameter 1.8-2.3 mm to 1.0-1.6 mm.  Nominal speed is 12-
18 m/s, performance is 5-10 tons per 24 hours 

4 Lamnea 2 drawing 
line 

Equipped with a vertical pay-off, Candojet waterjet, Candor coppering system, 
Candor rinsing unit and winder. Dry drawing machine (10 steps of drawing) for low 
carbon wires from inlet diameter 1.8-2.3 mm to 0.8-1.6 mm.  Nominal speed is 12-
18 m/s, performance is 5-10 tons per 24 hours 

5 Lamnea 3 drawing 
line 

Equipped with a vertical pay-off, Candojet waterjet, Candor coppering system, 
Candor rinsing unit and winder. Dry drawing machine (7 steps of drawing) for low 
carbon wires from inlet diameter 1.8-2.3 mm to 1.0-1.6 mm.  Nominal speed is 12-
18 m/s, performance is 5-10 tons per 24 hours 

6 Lamnea 4 drawing 
line 

Equipped with 2 vertical pay-offs, Candojet waterjet, Candor coppering system, 
Candor rinsing unit and winder. Dry drawing machine (7 steps of drawing) for low 
carbon wires from inlet diameter 1.8-2.3 mm to 1.0-1.6 mm.  Nominal speed is 12-
22 m/s, performance is 5-12 tons per 24 hours 

7 Lamnea 5 drawing 
line 

Equipped with a horizontal pay-off, coppering system, rinsing unit and winder. Wet 
drawing machine (5 steps of drawing) for low carbon wires from inlet diameter 2.3-
4.6 mm to 1.6-4.0 mm.  Nominal speed is 6 m/s, performance is 3-6 tons per 24 
hours 

8 Rewinder 1 Rewinds wire from 800 kg spools to 5-25 kg spools, the speed is 25-30 m/s 

9 Automatic 
rewinder 2 

Fully automatic rewinder, rewinds wire from 800 kg spools to 5-25 kg spools, the 
speed is 35 m/s 

10 Automatic 
rewinder 3 

Fully automatic rewinder, rewinds wire from 800 kg spools to 5-25 kg spools, the 
speed is 35 m/s 

11 Rewinder 5 Rewinds wire from 800 kg spools to 5-25 kg spools, the speed is 25-30 m/s 

12 Rewinder 6 Rewinds wire from 800 kg spools to 5-25 kg spools, the speed is 25-30 m/s 

13 Drum coiler 1 Rewinds wire from 800 kg spools to 250-500 kd drums, the speed is 10-14 m/s 

14 Drum coiler 2 Rewinds wire from 800 kg spools to 250-500 kd drums, the speed is 15-25 m/s 

15 Automatic packing 
line 

Equipped with 2 Yaskawa robots, conveyors, wrapping unit and cartooning unit. 
Wraps wire spools into the foil and packs them into the cardboard boxes, the weight 
of spools is 15-20 kg. 

 

 


